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JDP-8
DRILL PRESS

Powerful 1800 W motor for fast cutting through work
Built in arbor lock for easy wheel changes

D-shaped soft grip handle for operating comfort
Quick lock/release vise for easy clamping of material

Adjustable fence adjusts for bevel cuts from 0 to 45
degrees

Hold down lock secures motor on lower position during
transport

Blade wrench stored on base for convenience
Lockable blade guard provides adequate safety for user

Sheet steel base with Neoprene feet protected from
sparks

Adia. 355 mm abrasive wheel i supplied

® G066 6 SO0 00

@ Precisely machined cast iron machine table with
extension wings

13 mm drilling capacity

Quiet 350 W induction motor

12 V halogene machine lamp with automatic ON
Hinged belt and pulley cover for easy access
Machine base with integrated tool tray

Micro adjustable depth gauge

The drill press comes complete with machine lamp,
chuck guard and tool tray

A 13 mm chuck and chuck key are supplied
60 x 60 mm vise is supplied
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Model JCS-14
Motor: P: 1800 W
Max. cutting capacity 100 mm
Wheel size 355x3.2mm
Arbor 25.4 mm
Wheel speed 3450 rpm
Weight 20 kg
Accessories

4 10000829

Cut-Off Disc 355 mm

Model

Motor: P:

Spindle speeds: 5

Spindle taper

Spindle travel

Chuck size

Throat

Table size with extensions
Table tilt

Weight

JDP-8

350 W

550, 850, 1200, 1650, 2650 rpm
B16

50 mm

13 mm

100 mm

280 x 160 mm

+/-90°

22 kg



