
SAWS

7

W
O

O
D

W
O

RK
IN

G

� Heavy aluminum cast machine body
� Robust machine table tilts 45°, with adjustable stop

for square
� Quiet 350 W induction motor
� 12V machine lamp with automatic ON
� Balanced bandsaw wheels with long-life PU coating
� Precision mitre gauge with aluminum profile tilts 60°

left and right
� Upper and lower blade guides extend blade life
� The saw comes complete with rip fence, mitre gauge

and machine lamp
� A 6 mm sawblade is supplied

JWBS-9 – BANDSAW

Stock number 230V 10000850M
Model JWBS-9
Motor: P1 350 W
Depth of cut 80 mm  
Width of cut 230 mm 
Blade length 1510 mm 
Blade width 3–10 mm 
Wheel diameter 240 mm 
Blade speed 670 m / min 
Table size 300 x 300 mm
Table tilt 0°– 45° 
Dust port diameter 48 mm 
Weight 17 kg

Accessories

� 10000851 Bandsaw blade  6 mm
� 10000852 Bandsaw blade 10 mm

� Powerful 90 W permanent magnet motor
� Variable speed 400–1600 spm for cutting various

materials
� 35 mm dust port allows connection to vacuum cleaner
� Robust machine table tilts 45° for bevel cutting
� Accepts pin blades and plain end blades
� Big transparent blade guard for safety
� Saw dust blower helps keep cutting line clean
� Quick release blade tension knob allows quick and

easy blade change
� Solid cast iron fence ensures stability and minimal

operating vibration
� Supplied with 5 sawblades

JSS-16
SCROLL SAW

Stock number 230V 10000808M
Model JSS-16
Motor: P1 90 W
Blade stroke 15 mm
Blade speed 400–1600 / min
Table size 410 x 254 mm
Cutting capacity 50 mm
Overhang 406 mm
Table adjustment 0°–45°
Weight 15 kg

Accessories

� 10000809 Saw blade (Set of 5 pcs.)
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